
High-efficiency condensing water heaters

The Next Generation 
in Tankless Technology

CONDENSING TANKLESS WATER HEATERS

The new N-0842 MC series of condensing tankless water heaters provides 
endless hot water in residential and commercial applications. The dual heat
exchanger technology in these units uses exhaust heat to preheat incoming
water, resulting in heaters that are over 93% efficient.

Available in power vent and direct vent models, these innovative
water heaters combine durability and versatility in an easy-to-install
space-saving design.

WATER HEATER FEATURES

Safety Features
• Advanced Q Function electronic control system helps

prevent scalding dangers

Energy Savings
• High-efficiency units can cut water heating costs 

and conserve energy 
• Digital thermometer for more accurate temperature control

High Quality Features
• Dual copper (primary) and stainless steel

(secondary) heat exchangers
• Turbo Flow to boost output

Application Flexibility
• Quick-Connect compatibility allows two identical units

to connect to each other to double hot water capacity
• Multi-system compatible up to 24 units
• Can be used in both residential and commercial applications 
• Can be vented with 3” or 4” ULC S636 PVC (preferred)

or ULC S636 CPVC, or 4” Category III stainless steel (N-vent)
• NEW! Built in PVC adaptor(s)

- zero clearance to combustibles
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Contact GSW Water Heating
www.johnwoodwaterheaters.com

CONDENSING TANKLESS WATER HEATERS

High-efficiency condensing tankless water heaters

GSW Warranty:

All John Wood® by Noritz tankless water heaters’ heat exchangers will be replaced free
of charge in the case of failure within 12 years from the date of installation in residential
applications, and 3 years in commercial applications. All parts supplied are warranted for 
5 years. Warranty does not include labour. Consult warranty information enclosed with heater
for complete details.

N-0842MC-DV Max: 199,900 Btu/h, Min: 11,000 Btu/h, 5 Gal/min. 
Quick-Connect & Multi-System Compatible 

Item Specifications 

Gas Consumption
Max. 199,900 Btu/h - Min. 11,000 Btu/h / E.F. 93

Type
Air Supply / Exhaust

Operating Water Pressure / Elevation 15-150 psi / High Elevation Adjustment 

  73 Pounds Weight

Water Inlet 
Hot Water Outlet  Connection Sizes 
Gas Inlet 
Supply 120 VAC (60Hz) 

Power 
Consumption 

Settings 
Temperature Settings 

Default

100°F - 150°F (in 5°F Intervals), 160°F,170°F,
180°F (in 10°F Intervals), (14 Options)  

120°F,130°F,140°F,180°F (Original is 120°F) 

Included Accessories 
Remote Controller, Remote Controller Cord, Anchoring Screws,
Condensate Neutralizer, Built In PVC Adaptor  

3/4"
3/4"
3/4"

NG: 115W  LP: 120W Freeze Protection 213W  

LP / Efficiency
NG / Efficiency

N-0842MC Max: 199,900 Btu/h, Min: 11,000 Btu/h, 5 Gal/min. 
Quick-Connect & Multi-System Compatible 

Item Specifications 

Gas Consumption

 Type
Wall Hung, Indoor Install (-30°F outside temp), Outdoor (-4°F)  

Power Vented, 3" (ULC S636 PVC or ULC S636 CPVC only) or 4" Flue

Installation

Air Supply / Exhaust

Operating Water Pressure / Elevation

24.2"(Height) x 18.3"(Width) x 9.4"(Depth)

Water Inlet 
Hot Water Outlet  Connection Sizes 
Gas Inlet 

Power 
Supply
Consumption NG: 106W  LP: 109W Freeze Protection 213W 

Settings 
Temperature Settings 

100°F - 150°F (in 5°F Intervals), 160°F,170°F,
180°F (in 10°F Intervals), (14 Options)    

Default 120°F,130°F,140°F,180°F (Original is 120°F) 

Included Accessories 
Remote Controller, Remote Controller Cord, Anchoring Screws,
Condensate Neutralizer, Built In PVC Adaptor  

Available Accessories PVC Bird Screen (VT4-PVCS)

73 Pounds

3/4"
3/4"
3/4"
120 VAC (60Hz) 

NG / Efficiency
LP / Efficiency

Max. 199,900 Btu/h - Min. 11,000 Btu/h / E.F. 93 
Max. 199,900 Btu/h - Min. 11,000 Btu/h / E.F. 93 

Weight

Ignition Direct Ignition

Capacity Range

Dimensions
Gas Supply Pressure
Minimum Flow Rate

Water Holding Capacity 0.5 Gallon

0.5 - 11.1 Gal/min.

15-150 psi / High Elevation Adjustment 
0.5 GPM
NG: 4.0" –10.5" LP: 8.0" – 14.0"

Installation

Direct Vent (Sealed Combustion), 3" (ULC S636 PVC or
ULC S636 CPVC only) or 4" Intake and Exhaust

Wall Hung, Indoor Install (-30°F outside temp)

Ignition Direct Ignition

Capacity Range 0.5 - 11.1 Gal/min.

0.5 GPMMinimum Flow Rate
Gas Supply Pressure
Dimensions

Water Holding Capacity 0.5 Gallon

NG: 4.0" – 10.5"  LP: 8.0" – 14.0"
24.4"(Height) x 18.4"(Width) x 9.4"(Depth)

Available Accessories 4” PVC Bird Screen (VT4-PVCS)

Max. 199,900 Btu/h - Min. 11,000 Btu/h / E.F. 93 


